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WHY CHOOSE YORK

Why Buy York® Comfort Products?

You'll feel right at home with a new York® comfort system — because when it's
built by York, it's built right. In everything we do, we strive to bring you the
highest quality service from our products and our people.

For over 135 years, the York® brand has been building a
reputation for quality. We have, after all, designed and
implemented York® heating and cooling systems in
some of the world's most famous buildings.

See why our quality will improve your quality of life.

All York® products come with a written limited warranty
on parts and major mechanical components,
such as the compressor or heat exchanger.

Don't just take our word about York® quality. It's been
recognized by industry leaders for innovative design
and user friendly features. Here are some of the
awards that make us proud.
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DEALER DESIGN
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It's not just our quality products, it's our quality people
that make York a leading brand. You can trust

your York® Dealer to come through for you

with the highest quality sales and service.

Read more at http://www.york.com/residential/why-buy-york/
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HIGH WALL

MONTEROSA HIGH WALL R-410A 50HZ COOLING ONLY
YHFE 05 to 24 ZE -- MGORX

Indoor Unit

* Modern, compact design
- Efficient cooling

» Auto restart

+ Low noise

* Follow me

» Hidden display

* Louver position memory \‘ /
- Wired controller (Option)

» 3D Air Flow (Option)

- WIFI (Option)

+ Low ambient cooling (Option)

@YORK
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* 4 operation modes ) l)

+ Sleep mode and on/off timers ==
» Turbo cool settings >
» Clock display

KB

Condensing Unit

» Fashion appearance

» Sturdy and durable

+ High efficiency compressor
- Convenient installation

- Easy maintenance

+ Valve protection cover

Features and benefits

R-410A

Environmentally-friendly refrigerant cools and
heats more efficiently without destroying the
ozone layer.

Turbo Mode
Provides quicker cooling with one press of the
remote button.

Multi-Speed Fan
Multi-speed fan helps satisfy various airflow
requirements.

Auto Restart

Unit is automatically returned to previous
operating conditions after a power outage, for
simplified operation.

24-Hour Timer

Allows programmed start times up to 24 hours
in advance for flexible and more convenient
operation.

Self Diagnosis
Clearly displayed failure codes allow for quicker
troubleshooting and easier maintenance.

3-Minute Protection

A 3-minute delay before the compressor will
restart helps avoid compressor damage and
work time.

WIFI Control (Option)
Controls air conditioner with Smart phone or
tablet through Internet.



HIGH WALL

Specification

YORK SET Model YHFEOSZE--MGORX | YHFEO7ZE--MGORX | YHFEO9ZE--MGORX | YHFE12ZE--MGORX | YHFE18ZE--MGORX | YHFE24ZE--MGORX
YORK Outdoor YHFEOSYE--MGO-X | YHFEO7YE--MGO-X | YHFEO9YE--MGO-X | YHFELR2YE--MGO-X | YHFE18YE--MGO-X | YHFE24YE--MGO-X
YORK Indoor YHFEOSXE--MG-RX | YHFEO7XE--MG-RX | YHFEO9XE--MG-RX | YHFE12XE--MG-RX | YHFE18XE--MG-RX | YHFE24XE--MG-RX
Power supply Ph-V-Hz 220-240V- 50Hz, 1Ph
Capacity Btwh 5,000 7,000 9,000 12,000 18,000 24,000
Capacity W 1,465 2,051 2,638 3,517 5275 7,034
Cooling Input W 400 732 941 1,256 2,029 2,705
Rated current A 19 33 42 5.6 9.2 123
EER WWw 3.66 280 2.80 2.80 2.60 2.60
Max. input consumption W 700 1,250 1,300 1,500 2,600 3,500
Max. current A 49 7.8 8.2 9.2 12 16
Type ROTARY ROTARY ROTARY ROTARY ROTARY ROTARY
Capacity Btwh 4,248 6,995 10,311 13170 16,616 23,616
Input W 320 702 722 895 1,650 2,650
Compressor |Rated current(RLA) A 1.45 321 318 3.95 7.58 978
Locked rotor Amp(LRA) A / 16 21 25 288 312
Thermal protector position EXTERNAL EXTERNAL INTERNAL INTERNAL INTERNAL INTERNAL
Capacitor pF 15 25 25 35 45 60
Input W 40 40 40 40 55.0 45
rlﬂi’:r’ fan | Capacitor uF 12 12 12 12 15 30
Speed(HiMi/Lo) r/min 1,200/950/800 1,200/950/800 1,200/1,000/850 1,150/950/800 1,300/1,100 / 800 | 1,200/1,100/950
Indoor air flow (HV/Mi/Lo) m¥h 528/385/ 302 541/400/315 448/393/310 604/472/374 702/562/431 810/662/560
Indoor noise level (Hi/Mi/Lo) dB(A) 41/ --/287 417/ --/27.2 36.5/--/28.5 40.0/ --/27.8 58.0/ --/37.8 60.0/ --/42.5
Dimension(WxHxD) mm 715x285x194 715x285x194 715x285x194 805x285x194 957x302x213 1040%327x220
Indoor unit |Packing (WxHxD) mm 780x360x270 780x360x270 780x360x270 870x360x270 1035x380x295 1120x310x405
Net/Gross weight kg 7.4/9.6 7.4/9.5 7.4/9.5 8/10.3 13/15 14/16.8
Input W 55.5 55.5 725 725 93 75
S‘itgc;or el Capacitor pF 15 15 2 25 3 3
Speed r/min 870 870 850 850 850 850
Qutdoor noise level dB(A) 49.6 52 52 54.9 58.2 60
Dimension(WxHxD) mm 681x434x285 681x434x285 700x550%x275 770x555x300 770x555x300 845x702x363
Sl:tdoor Packing (WxHxD) mm 795x495x345 795x495x345 815x615x325 900x585x345 900x585x345 965x755x395
Net/Gross weight kg 20.2/22.2 21/231 25.3/27.6 29.1/31.4 29.1/31.4 39.2/41.4
Refrigerant type g R-410A/480g R-410A/530g R-410A/550g R-410A/800g R-410A/870g R-410A/970g
Design pressure MPa 4.2/15 4215 4215 42/15 42/15 4215
Liquid side/ Gas side mm 06.35/@9.52 06.35/(09.52 06.35/09.52 06.35/012.7 06.35/012.7 09.52/(16
E:;firrléerant :\:ra\;.tr:efngerant pipe = 20 20 20 20 20 20
Max. difference in level m 8 8 8 8 8 8
Operation temperature %€ 17-30
Room Indoor(cooling) °%C 17-32
temperature | Outdoor{cooling) °%C 18-43
Application area (Cooling Standard) m’ 7-10 9-14 12-18 16-23 18-25 20-30
Qty'per 20" /40" /40'HQ 127/280/312 127/280/312 118/250/285 110/224/254 92/200/224 66/140/154

Namial ¢

N

The YORK® line of High Wall Air Conditioners includes a wide range of sizes
to give you more flexibility in your product offering. Each model is designed to
provide comfort and efficiency, in an easy-to-operate unit and the sleek design
fits a variety of spaces, whether it's in a home or office. Models meet the highest
energy efficiency ratings, so less energy is consumed without sacrificing comfort
and performance. Both the condensing and indoor units are engineered for quiet
operation. And comfort control settings are easily changed with the touch of a

button on the remote control.

Cooling - Indoor 80.6°F DB / 66.2°F WB (27°C DB / 19°C WB) & Outdoor 95°F DB / 75.2°F WB (35°C DB / 24°C WB)



CASSETTE

Grande Cassette Air Conditioners 50HZ R-410A
YKG(F) E(18-60) BZ

+ Follow me function
+ Fresh air intake
+ Easy clean design

Indoor Unit Remote Control
+ Auto Random Restart + 5 operation modes: Auto, Cool, Dry, Heat, Fan only
+ 360° Air outlet + Multi-speed fan setting: High/Medium/Low/Auto
* Low noise + 24-hour timer setting
+ Super slim design + Turbo cool setting
- + Build-in Drain pump + Background light LCD display
\ + Washable air filter * Real-time clock display

Condensing Unit

2 - Wired controller (Optional) + Compact size + Valve protection
+ More sturdy and durable « Easier installation
« High efficiency compressor - Easier maintenance
« Low noise + Universal design

+ 3-minute protection

Specification

York set model YKFNO9BZNRZTH1 ‘ YKFN12BZNRZTH1 YKFN18BZNRZTH1
York indoor model YKFNO9BXNRZTH1 ‘ YKFNI2BXNRZTH1 | YKFN18BXNRZTH1
York outdoor model YUFNO9BYNNZTH1 | YUFN12BYNNZTH1 | YUFN18BYNNZTH1
Power supply V-ph-Hz 220~240-1-50 220~240-1-50 220~240-1-50
Capacity w 2998 3370 4648
Capacity Btu/h 10230 11500 15860
Cooling Input w 1052 1127 1761
Current A 6.2 6.2 7.5
EER W/W 285 299 2.64
Qty 1 1 1
Indoor fan motor ooyt W = » e
Capacitor uF 1.5 1.5 2.0
Speed(Hi/Med/Lo) r/min 700/600/500 700/600/500 980/840/720
Indoor air flow Rated(Hi/Med/Lo) m3/h 600/510/430 600/510/430 800/700/600 I
Indoor air flow Rated(Hi/Med/Lo) CFM 353/300/253 353/300/253 470/412/353 -'._
Indoor noise level (Hi/Med/Lo) dB(A) 42/40/36 42/40/36 46/44/42 (0]
Dimension (WxHxD) mm 650x270x570 650x270x570 650x270x570 ©
Indoor unit Packing(WxHxD) mm 770x310x750 770x310x750 770x310x750 ®e @
Net/Gross weight kg 19/25 19/25 20/27 ol ) [0
Drainage water pipe diameter mm ID®21 D@21 D@21 — ": =
Refrigerant piping Liquid side/ Gas side mm e 2535 063 ) oy (o
912.70(/4"/1/2") ©12.70(1/4"/1/2") ©12.70(1/4"/1/2") »
Controller Remote Controller (Standard) ~ Wired Controller (Optional) oD@
Operation temperature © 16~30 16~30 16~30 S e
Qty'per 20’ /40" /40'HQ Indoor 147/315/384 147/315/384 147/315/384 SYORR
Type ROTARY ROTARY ROTARY
Capacity | Btuh 13136 13136 15883
Input w 900 900 1540
Compressor Rated current(RLA) A 41 41 72
Locked rotor Amp(LRA) A 25 25 46
Thermal protector position INTERNAL INTERNAL INTERNAL
Capacitor pF 35 35 [ 50
Refrigerant oil ml VG74 /350 VG74 /350 ATMOS-RB68EP/600
Qty [ 1 1 [ 1
Outdoor fan motor iop A ) 2 4
Capacitor uF 15 15 3.0
Speed r/min 850 850 910
Outdoor noise level (sound pressure) dB(A) 55 55 54
Throttle type Throttle Valve Throttle Valve Throttle Valve
Dimension(WxDxH) mm 715x482x240 715x482x240 810x280x%585
Outdoor unit Packing(WxDxH) mm 830x530x315 830x530x315 940x420%640
Net/Gross weight kg 28/30 28/30 42/45
Refrigerant type/ Type R410A R410A R410A
Quantity Charged volume kg 0.85 0.85 130
Design pressure MPa 4.15/1.6 4.15/1.6 4.8/1.6
o ) : ©6.35/ ©6.35/ ©6.35/
Liquid side/ Gas side mm(inch)
Refrigerant piping ' $12.7(1/4"/1/2") $12.7(1/4"/1/2") $12.7(1/4"11/2")
Max. pipe length m 15 15 20
Max. difference in level m 75 7.5 15
Ambient
Cooling T 15~43 15~43 -15~43
temperature
Qty'per 20' /40" /40'HQ Outdoor unit 204/412/520 204/412/520 102/204/272




CASSETTE

Specification

York set model YKFN24BZNRZTH1 | YKFN36BZMRZTH1 = YKFN48BZMRZTH1 | YKFN55BZMRZTH1
York indoor model YKFN24BXNRZTH1 | YKFN36BXNRZTH1 = YKFN4SBXNRZTH1 = YKFNSSBXNRZTH1
York outdoor model YUFN24BYNNZTH1 » YUFN36BYMNZTH1 ' YUFN48BYMNZTH1 ‘ YUFN55BYMNZTH1
Power supply V-ph-Hz 220~240-1-50 380-415-3-50 380-415-3-50 380-415-3-50
Capacity w 6829 10056 12506 15240
Capacity Btu/h 23300 34310 42670 52000
Cooling Input w 2430 3566 4581 5583
Current A 10.5 6.9 8.9 10
EER W/W 2.81 2.82 273 273
Qty 1 1 1 1
Input w 88 165 174 174
Indoor fan motor
Capacitor uF 3.0 5.0 4.0 4.0
Speed(Hi/Med/Lo) r/min 450/390/270 625/550/480 640/550/450 640/550/450
Indoor air flow Rated(Hi/Med/Lo) m3/h 1100/1000/900 1600/1400/1200 2000/1800/1600 2000/1800/1600
Indoor air flow Rated(Hi/Med/Lo) CFM 647/588/529 941/823/705 1176/1058/941 1176/1058/941
Indoor noise level (Hi/Med/Lo) dB(A) 43/41/38 53/50/48 50/45/42 50/45/42
Dimension (WxHxD) mm 840x248x840 840x248x840 840x298x840 840x298x840
Indoor unit Packing(WxHxD) mm 996x370x956 996x370x956 996x420x956 996x420x956
Net/Gross weight kg 28/35 30/39 33/42 33/42
Drainage water pipe diameter mm ID®32 D@32 ID®32 ID®32
. - o . ©9.52/
Refrigerant piping Liquid side/ Gas side mm ©9.52/919(3/8"/3/4") | 9.52(3/8")/19.05(3/4") | 9.52(3/8")/19.05(3/4")
©15.88(3/8"/5/8")
Controller Remote Controller (Standard) ~ Wired Controller (Optional)
Operation temperature G 16~30 16~30 16~30 16~30
Qty'per 20’ /40" /40'HQ Indoor 72/144/168 72/144/168 60/120/144 60/120/144
Type ROTARY ROTARY ROTARY ROTARY
Capacity Btu/h 23440 33711 47597 55786
Input w 2290 3280 4650 5450
Compressor Rated current(RLA) ‘ A 1 11.4 5.9 7.8 9.2
Locked rotor Amp(LRA) A 61 38 67 65
Thermal protector position 1 INTERNAL INTERNAL INTERNAL INTERNAL
Capacitor uF 0 50 / / /
Refrigerant oil ml il I 68HES-H/570 a 68HES-H/2600 a 68HES-H/1600 a 68HES-H/1600
| oty il 1 1 2 2
outdoor fan moter | MUt W 118 160 74 145
Capacitor uF 4.0 6.0 3.0 4.0
Speed r/min iil 880/830/540 880/740/660 900/800/700 700/600/500
Outdoor noise level (sound pressure) dB(A) 1] 56 62 55 58
Throttle type Throttle Valve Capillary Capillary Capillary
Dimension(WxDxH) mm 860x665%310 885x795x366 950x1050x340 950x1386x340
Outdoor unit Packing(WxDxH) mm JI] 990x730x450 1050x890x500 1110x1200x460 1110x1530x460
Net/Gross weight kg il 51/56 67/71 96/103 106/116
Refrigerant type/ Type i R410A R410A R410A R410A
Quantity Charged volume kg il 1.58 2.60 2.40 3.10
Design pressure MPa i 4.8/1.6 4.8/1.6 4.15/1.5 4.15/1.5
Liquid side/ Gas side mm(inch) gosa) ?9.52/019(3/8"/3/4") el goka]
. c s ($15.88(3/8"/5/8") 019.05(3/8"/3/4") $19.05(3/8"/3/4")
Sl el I YTy r—r— m | 30 30 50 50
Max. difference in level m i 15 20 30 30
Ambient X Ti
temperature Cooling & -15~43 -15~43 -15~43 -15~43
Qty'per 20' /40’ /40'HQ Outdoor uni;— 90/186/186 44/92/96 26/53/106 26/53/53

Nominal test conditions

Cooling - Indoor 80.6°F DB / 66.2°F WB (27°C DB / 19°C WB) & Outdoor 95°F DB/ 75.2°F WB (35°C DB / 24°C WB)

-



DUCTED

CEALING CONCEALED

Grande 50HZ R-410A Mid Static Pressure Duct

Indoor Unit

+ Auto Random Restart

+ Low noise

+ Washable air filter

+ High velocity air flow

- Easy maintenance

+ Reserved remote on-off and alarm ports
+ Drain pump (Optional)

- Wireless controller (Optional)

Remote Control

- 5 operation modes: Auto, Cool, Dry, Heat, Fan only
* Multi-speed fan setting: High/Medium/Low/Auto
+ 24-hour timer setting

Condensing Unit

+ Compact size

+ More sturdy and durable

+ High efficiency compressor
+ Low noise

+ 3-minute protection

+ Valve protection

- Easier installation

- Easier maintenance

+ Universal design

HBYORK
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- Big LCD display

+ Auto-Restart function
Specification
York set model YAFNO9BZNWZTH1 | YAFN12BZNWZTH1 | YAFN18BZNWZTH1
York indoor model YAFNO9BXNWZTH1 | YAFN12BXNWZTH1 | YAFN18BXNWZTH1
York outdoor model YUFNO9BYNNZTH1 | YUFNI2BYNNZTH1 | YUFN18BYNNZTH1
Power supply V-ph-Hz 220~240-1-50 220~240-1-50 220~240-1-50
Capacity w 2989 3277 4686
Capacity Btu/h 10200 11180 15990
Cooling Input w 1076 1162 1775
Current A 51 51 75
EER W/wW 278 2.82 264
Qty 1 1 1
Indoor fan motor Pt o 0 e &
Capacitor WF 3.0 3.0 25
Speed(Hi/Med/Lo) r/min 955/700/655 955/700/655 1280/1130/1070
Indoor air flow Rated(Hi/Med/Lo) m3/h 650/470/450 650/470/450 750/670/630
Indoor air flow Rated(Hi/Med/Lo) CFM 382/276/265 382/276/265 441/394/371
e Rated Pa 10 10 10
Range Pa 10/30 10/30 10/30
'(?{?/"';’e'd'}fg)e lvel dB(A) 34/29/28 34/31/29 38/36/35
Dimension (WxHxD) mm 900x190x447 900x190%447 900x190x447
Indoor unit Packing(WxHxD) mm 1110%x460%910 1110%460%910 1070%236%580
Net/Gross weight kg 19/25 19/25 19/25
Drainage water pipe diameter mm OD@32 OD@32 oD@32
Refrigerant piping Liquid side/ Gas side mm 0)12.701%?1?//112') (2)12.7(1}4%1/2") @12_?&1%1/2..)
Controller Wired control Wired control Wired control
Operation temperature °C 16~30 16~30 16~30
Qty’per 20" /40" /40'HQ Indoor 200/440/484 200/440/484 200/440/484
Type ROTARY ROTARY ROTARY
Capacity Btu/h 13136 13136 15883
Input w 900 900 1540
Rated current(RLA) A 41 41 72
Compressor
Locked rotor Amp(LRA) A 25 25 46
Thermal protector position INTERNAL INTERNAL INTERNAL
Capacitor wF 35 35 50
Refrigerant oil ml VG74 /350 VG74 /350 ATMOS-RB68EP/600
Qty 1 1 1
Outdoor fan motor Input W 25 25 4
Capacitor HF 15 1.5 3
Speed r/min 850 850 910
Outdoor noise level (sound pressure) dB(A) 55 55 54
Throttle type Throttle Valve Throttle Valve Throttle Valve
Dimension(WxHxD) mm 715x482x240 715x482x%240 810x280x585
Outdoor unit Packing(WxHxD) mm 830x530x315 830x530x315 940x420%640
Net/Gross weight kg 28/30 28/30 42/45
Refrigerant type/ “Type R410A R410A R410A
Quantity Charged volume kg 0.85 0.85 130
Design pressure MPa 4.15/1.6 4.15/1.6 4.8/1.6
Liquid side/ Gas side mm(inch) ®12Ag)(§£1§;1/2') @12.?1%1?;1/2") @12_22)3??1/2")
Refrigerant piping Max. pipe length m 15 15 20
Max. difference in level m 75 75 15
Ambient temperature Cooling °C 15-43 15~43 -15~-43
Qty'per 20’ /40" /40'HQ Outdoor unit 204/412/520 204/412/520 102/204/272
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DUCTED

CEALING CONCEALED

Specification

York set model YEFN24BZNWZTH1 | YEFN36BZMWZTH1 | YGFN48BZMWZTH1 | YGFN55BZMWZTH1
York indoor model YEFN24BXNWZTH1 | YEFN36BXNWZTH1 | YGFN48BXNWZTH1 | YGFN55BXNWZTH1
York outdoor model YUFN24BYNNZTH1 | YUFN36BYMNZTH1 | YUFN48BYMNZTH1 | YUFNS55BYMNZTH1
Power supply V-ph-Hz 220~240-1-50 380~415-3-50 380~415-3-50 380~415-3-50
Capacity w 6829 10258 13113 14692
Capacity Btu/h 23300 35000 44740 50130
Cooling Input W 2439 3703 4967 5830
Current A 10.2 6.9 8.8 10
EER W/W 2.80 2.77 2.64 2.52
Qty 1 1 1 1
indoor o Input W 226 209 558 558
Capacitor WF 6.0 10.0 10.0 10.0
Speed(Hi/Med/Lo) r/min 910/830/730 917/821/787 1000/900/830 1000/900/830
Indoor air flow Rated(Hi/Med/Lo) m3/h 1100/1000/900 1800/1650/1500 2000/1800/1600 2000/1800/1600
Indoor air flow Rated(Hi/Med/Lo) CFM 647/588/529 1059/971/882 1176/1058/941 1176/1058/941
Rated Pa 50 50 80 80
&b Range Pa 50/80 50/80 80/120 80/120
'(':i‘/?\;)ef d’}fL’LS)e level dB(A) 42/40/38 40/38/37 46/44/42 46/44/42
Dimension (WxHxD) mm 900x%270 x720 1300%350x800 1300%350%800 1300%350x800
Indoor unit Packing(WxHxD) mm 1170X340X870 1550%410x940 1550x410x940 1550%410x940
Net/Gross weight kg 30/35 54/62 54/62 54/62
Drainage water pipe diameter mm OD@32 OD@32 OD@32 OoD@32
Refrigerant piping Liquid side/ Gas side mm @15'8(2(93;/5;{ gy | @OSADINGIETIA) | BO.5AGINEI3NA") | B9.52@19(3/8"/3/4")
Controller Wired control Wired control Wired control Wired control
Operation temperature oG 16~30 16~30 16~30 16~30
Qty'per 20' /40" /40'HQ Indoor 84/182/182 35/75/90 35/75/90 35/75/90
Type ROTARY ROTARY ROTARY ROTARY
Capacity Btu/h 23440 33711 47597.4 55786.2
Input W 2290 3280 4650 5450
T Rated current(RLA) A 11.4 5.90 7.8 9.20
Locked rotor Amp(LRA) A 61 38.0 67 65.0
Thermal protector position INTERNAL INTERNAL INTERNAL INTERNAL
Capacitor WF 50 / / /
Refrigerant oil ml a 68HES-H/570 a 68HES-H/2600 a 68HES-H/1600 a 68HES-H/1600
Qty 1 1 2 2
S — Input w 118 160 74 145
Capacitor WF 4 6 3.0 4
Speed r/min 880/830/540 880/740/660 900/800/700 700/600/500
Outdoor noise level (sound pressure) dB(A) 56 62 55 58
Throttle type Throttle Valve Capillary Capillary Capillary
Dimension(WxHxD) mm 860x665%310 885x795%366 950x1050x340 950x1386x340
Outdoor unit Packing(WxHxD) mm 990x730%450 1050%890x500 1110x1200x460 1110x1530x460
Net/Gross weight kg 51/56 67/71 96/103 106/116
Refrigerant type/ Type R410A R410A R410A R410A
Quantity Charged volume kg 1.58 2.60 2.40 3.10
Design pressure MPa 4.8/16 4.8/1.6 4.15/1.5 4.15/15
Uquid sidel Gas sice Ry @15.82??;?;{/5/8") ®19.o€(€;éf82'{/3/4") gfgsgé?g?‘i)/) 5953%74)/)
Refrigerant piping Max. pipe length m 30 30 50 50
Max. difference in level m 15 20 30 30
Ambient temperature Cooling °C -15~43 -15~43 -15~43 -15~43
Qty'per 20" /40’ /40'HQ Outdoor unit 90/186/186 44/92/96 26/53/106 26/53/53

Nominal test conditions:
Cooling - Indoor 80.6°F DB / 66.2°F WB (27°C DB / 19°C WB) & Outdoor 95°F DB / 75.2°F WB (35°C DB / 24°C WB)
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FLOOR CEILING

FLOOR CEILING TYPE R-410A 50HZ COOLING ONLY
YFFN(18-55) BZNRZTH1

Indoor Unit Remote Control

» Ceiling and wall installation option + 4 operation mode(Cooling/Auto/Fan/Dry)

- Horizontal and vertical air swing * On/off timer

- Low noise - Temperature setting

- Washable air filter * Clock display

- High velocity air flow - SUPER Mode for fast cooling

. Auto-restart * IFEEL Mode for intelligent environment temperature sensing

- SMART Mode for optimized temperature and fan speed setting
- QUIET Mode for quiet operation

- 2-way Drainage

» Fresh air intake (Optional)
» Drain pump (Optional)

» Wired controller (Optional)

Condensing Unit

- Compact size

- More sturdy and durable

- High efficiency compressor
- Easier installation

- Easier maintenance

®
O]

L

(RORORE
DD e
f of b

- 0009,
JCRA3INEWH JCSA2INEWH
(Standard) (Optional)

Flexible for installation

Floor installation and ceiling suspended installation allows users great flexibility to choose most optimized configuration for air
conditioning needs.

Floor Installation Ceiling Installation
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FLOOR CEILING

Specification

York set model YFFN18BZNRZTH1 YFFN24BZNRZTH1 YFFN36BZMRZTH1 YFFN48BZMRZTH1 YFFN55BZMRZTH1
York indoor model YFFN18BXNRZTH1 YFFN24BXNRZTH1 YFFN36BXNRZTH1 YFFN48BXNRZTH1 YFFN55BXNRZTH1
York outdoor model YUFN18BYNNZTH1 YUFN24BYNNZTH1 YUFN36BYMNZTH1 YUFN48BYMNZTH1 YUFN55BYMNZTH1
Power supply V-ph-Hz 220~240-1-50 220~240-1-50 380~415-3-50 380~415-3-50 380~415-3-50
| Capacity w 4689 6536 9648 12869 14613
| Capacity Btu/h 16000 22300 32020 43910 49860
Cooling ‘ Input W 1790 2430 3483 4564 5412
Current A 75 10.2 71 8.8 10.0
copP W/W 2.62 2.69 277 2.82 2.70
Qty 1 1 1 1 1
IndoofiFamctr Input : w 73 175 229.0 243.0 243.0
Capacitor pF 2 5 8 8.0 8.0
Speed(Hi/Med/Lo) r/min 850/720/630 1280/1100/920 1260/1130/1000 1200/1100/1000 1200/1100/1000
Indoor air flow Rated(Hi/Med/Lo) m’/h 800/700/600 1400/1100/900 1700/1650/1500 2000/1800/1600 2000/1800/1600
Indoor air flow Rated(Hi/Med/Lo) CFM 470/412/353 824/647/529 1000/971/882 1176/1058/941 1176/1058/941
Indoor noise level (Hi/Med/Lo) dB(A) 41/38/36 52/50/46 57/54/52 53/52/50 53/52/50
[ Dimension (WxDxH) mm ~ 990x680x230 990x680x230 |  1285%680x230 |  1580x680x230 |  1580x680x230
Indoor unit Packing(WxDxH) mm 1100x820x350 1100x820x350 1400x820x350 1690x820x350 1690x820x350
| Net/Gross weight kg 28/35 30/36 40/47 46/54 46/54
Drainage water pipe diameter mm 0D@25 0DP25 0oD®25 0D®25 0D@25
Refrigerant piping | Liquid side/ Gas side mm 06.35/012.7(1/4"/1/2") | §9.52/015.88(3/8"/5/8") | ©9.52/19(3/8"/3/4") | 19.52(3/8")/@19.05(3/4")| $9.52(3/8")/®19.05(3/4")
Controller Remote Controller (standard) Wired Controller (option)
Operation temperature aC 16~30 16~30 16~30 16~30 16~30
Qty'per 20" /40' /40'HQ Indoor 84/168/196 84/168/196 66/132/154 42/84/98 42/84/98
: Type ROTARY ROTARY ROTARY ROTARY ROTARY
Capacity Btu/h 15883 23440 33711 47597 55786
| Input w 1540 2290 3280 4650 5450
Rated current(RLA) A 7.2 114 5.9 7.8 9.2
Compressor  E—————— ] B o
Locked rotor Amp(LRA) [ A 46 61 38 67 65
Thermal protector position INTERNAL INTERNAL INTERNAL INTERNAL INTERNAL
Capacitor uF 50 50 / / /
Refrigerant oil ‘ ml ATMOS-RB68EP/600 a 68HES-H/570 a 68HES-H/2600 a 68HES-H/1600 a 68HES-H/1600
Qty 1 1 1 3 2
T — ‘ Input w 41 118 160 74 145
Capacitor uF 3 4 6 3 4
‘ Speed ‘ r/min 910 880/830/540 880/740/660 900/800/700 700/600/500
Outdoor noise level (sound pressure) dB(A) 54 56 62 55 58
Throttle type Throttle Valve Throttle Valve Throttle Valve Capillary Capillary
Dimension(WxDxH) mm 810%280%585 860%x665x310 885x795x366 950x1050x340 950x1386x340
Outdoor unit Packing(WxDxH) mm 940x420%x640 990x730%x450 1050x890x500 1110x1200x460 1110x1530x460
Net/Gross weight kg 42/45 51/56 67/71 96/103 106/116
. . |wpe R410A R410A R410A R410A R410A
Refrigerant type/Quantity
Charged volume kg 130 1.58 2.60 2.40 3.10
Design pressure MPa 4.8/1.6 4.8/16 4.8/1.6 415/1.5 4.15/1.5
Liquid side/ Gas side mm(inch) 06.35/012.7(1/4"/1/2") | $9.52/015.88(3/8"/5/8") | ©9.52/@19(3/8"/3/4") | ©9.52/19.05(3/8"/3/4") | $9.52/@19.05(3/8"/3/4")
Refrigerant piping Max. pipe length m 20 30 30 50 50
Max. difference in level m 15 15 20 30 30
Ambient temperature ‘ Cooling °C -15~43 -15~43 -15~43 -15~43 -15~43
Qty'per 20’ /40" /40'HQ Outdoor unit 102/204/272 90/186/186 44/92/96 26/53/106 26/53/53

Nominal test conditions:
Cooling - Indoor 80.6°F DB / 66.2°F WB (27°C DB / 19°C WB) & Outdoor 95°F DB / 75.2°F WB (35°C DB / 24°C WB)

The YORK® line of Floor ceiling Air Conditioners includes a wide range of sizes
to meet many customers’ needs. Each model is designed to provide comfort and
efficiency, in an easy-to-operate unit and flexible installation makes them an easy
fit for a variety of applications. Models meet the highest energy efficiency ratings,
so less energy is consumed without sacrificing comfort and performance. Both the
condensing and indoor units are engineered for quiet operation. And comfort control
settings are easily changed with the touch of a button on the remote control.
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FLOOR STANDING

GRANDE COLUMN R-407 50HZ

YLF(G) E(24-52) BZE(O) - GM

Indoor Unit

+ Auto Random Restart

- Low noise e |
- Washable air filter
- Sleep Mode
- Easy maintenance i il
- Self-diagnosis and Auto-protection -

b |

+ Manual or Wireless controller

Remote Control

+ 5 operation modes: Auto, Cool, Dry, Heat, Fan only
* Multi-speed fan setting: High/Medium/Low/Auto

+ 24-hour timer setting

+ Turbo cool setting

+ Background light LCD display

+ Real-time clock display

Condensing Unit

+ Compact size - Valve protection

+ More sturdy and durable - Easier installation

+ High efficiency compressor - Easier maintenance
- Low noise * Universal design

+ 3-minute protection

Features and benefits

Multi-Speed Fan
Multi-speed fan helps satisfy various airflow
requirements.

Washable Filter
Washable filter allows for convenient service and
maintenance.

3-Minute Protection

A 3-minute delay before the compressor will
restart helps avoid compressor damage and
MINUTE work time.

Auto Restart

Unit is automatically returned to previous
operating conditions after a power outage, for
simplified operation.

Allows programmed start times up to 24 hours Clearly displayed failure codes allow for quicker
in advance for flexible and more convenient troubleshooting and easier maintenance.
operation.

@

24-Hour Timer . Self Diagnosis

Johnson //))

Controls
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